
EMERGENCY AND FIRST AID PROCEDURES:          EYES: WASH WITH COPIOUS

           QUANTITIES OF RUNNING WATER

           FOR 15 MINUTES.

SEEK MEDICAL ATTENTION SKIN:   FLUSH AREAS WITH RUNNING

FOR ALL EXPOSURE EMERGENCIES             WATER FOR 15 MINUTES.

INGESTION:  GIVE MILK OR DRINK.

            DO NOT INDUCE VOMITING.

REACTIVITY DATA

STABILITY: H-3,F-0,S-W,R-O UNSTABLE

CONDITIONS TO AVOID: AVOID OVERCHARGING AND SMOKING IN THE VICINITY OF

CHARGING BATTERIES. AVOID SPARKS. POOR VENTILATION

INCOMPATIBILITY: WATER: MAY CAUSE ELECTRIC SHOCK AND REACTION.

HAZARDOUS POLYMERIZATION:    WILL NOT OCCUR

SPILL OR LEAK PROCEDURES

IF MATERIAL IS RELEASED OR SPILLED TAKE THE FOLLOWING ACTIONS: 

CONTAIN SPILLED MATERIAL, WASH WITH WATER OR NEUTRALIZE WITH SODIUM 

CARBONATE OR BICARBONATE.

WASTE DISPOSAL METHOD: DISPOSE HAS GENERAL WASTE

SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION: SULFURIC ACID MIST / HALF MASK RESPIRATOR WITH ACID

MIST FILTERS.

VENTILATION:          LOCAL EXHAUST PREFERRED

MECHANICAL ACCEPTABLE AT 1 TO 4 CHANGES / PER / HOUR

PROTECTIVE GLOVES:           LATEX / RUBBER GLOVES

EYE PROTECTION: GOGGLES OR FACE SHIELD

OTHER PROTECTIVE EQUIPMENT:  RUBBER OR PLASTIC APRON

SPECIAL PRECAUTIONS

WHEN HANDLING AND STORING, KEEP AWAY FROM FLAMES DURING AND IMMEDIATELY

AFTER CHARGING.

AVOID PROLONGED OVERCHARGING.

DOT SHIPPING NAME: BATTERIES, WET FILLED WITH ACID, ELECTRIC STORAGE

IDENTIFICATION NUMBER: UN 2794

HAZARD CLASS: 8

SHIPPING LABELS: CORROSIVE

PLACARD (when required) CORROSIVE

PROPOSITION 65

WARNING:

LEAD AND IT'S COMPOUNDS ARE CHEMICALS KNOW TO THE STATE OF CALIFORNIA TO 

CAUSE REPRODUCTIVE HARM TO BOTH MALES AND FEMALES AND TO CAUSE BIRTH 

DEFECTS.
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